




ADDENDUM #2  

All dimensions and on-site conditions are to be verified by
the Subcontractors before starting their work.

Report any discrepancies to the General Contractor.
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NOTES

 1.   WHEN USING A-3 ALT. ALTERNATE, ALL NOTES THAT REFER
TO ALUMINUM SHOULD READ STEEL.
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07-06-09  BLDG. DEPT. COMMENTS

REVISIONS
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BENCH SHALL BE 02-02--4 FOOT NO BACK
BENCH BY "ALL PURPOSE MANUFACTURING,
INC" OR APPROVED ALTERNATE TO THE
FOLLOWING:
•  HEAVY DUTY SCHEDULE 40 STEEL PIPE

CONSTRUCTION.
•  CENTER DIVIDER TUBE.
•  12 GAUGE 1/4" HOLE PERFORATED METAL

SEATING.
•  SOLID WELDED CONSTRUCTION.
•  GROUND SMOOTH, NO SHARP CORNERS.
•  SURFACE MOUNT TO CONCRETE SLAB.
•  SAND BLASTED AND POWDER COATED.
•  COLOR TO MATCH RAL 7035.

NOTES

 1.   WHEN USING A-3 ALT. ALTERNATE, ALL NOTES THAT REFER
TO ALUMINUM SHOULD READ STEEL.

 2.   WHEN USING A-3 ALT. ALTERNATE, DETAIL 6 IS NOT
APPLICABLE.
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