














SERVICE ENTRANCE
WEATHERHEAD T

2" RIGID GALVANIZED
STEEL CONDUIT

TO UTILITY SINGLE PHASE,

3 WIRE, 120/240 VAC SERVICE.
LEAVE A MINIMUM OF 10 FEET
SLACK IN EACH CONDUCTOR.

2—HOLE PIPE STRAPS
SPACED & FEET APART

METER SOCKET (PER UTILITY'S REQUIREMENTS)

| _—" FACE METER AWAY FROM TRAFFIC.

SINGLE PHASE, 3 WIRE, 120/240 VAC CIRCUIT BREAKER

LOAD CENTER, MAIN LUGS ONLY, NEMA 3R &RAIN—TIGHT)
ENCLOSURE WITH PADLOCKING PROVISIONS, AND A
‘,/ MINIMUM OF EIGHT (82> SINGLE SPACES.

BUSSING SHALL BE COPPER.

FOR LOAD MAINS AMPERE RATING, AND/OR CIRCUIT BREAKER
RATINGS, NUMBER OF POLES AND QUANTITY, SEE PLANS.

NO. 4 AWG GROUNDING
CONDUCTOR ENCASED I~
IN 1/2" EM.T. ~

FINISHED GRADE

j\\ 2" RIGID GALVANIZED

STEEL CONDUIT

2—HOLE PIPE STRAPS

/—PVC COATED OR WRAPPED WITH
10 MIL CORROSION PROTECTIVE

TAPE, 1/2 LAPPED, RIGID GALVANIZED

EQUIPMENT GROUNDING: %
MINIMUM OF 20 FEET

STEEL 90? ELBOW, 24" MIN. RADIUS

24" MIN.

BARE COPPER WIRE, s\\ 2” PVC CONDUIT TO TRAFFIC
SPIRAL WRAPPED AROUND i —— SIGNAL CONTROLLER CABINET
]

OF SOLID NO. 4 AWG
POLE WITH A 1/2 INCH SEE PLANS FOR WIRE QUANTITY
PITCH. SEE NOTE 2. (AND GAGES) °

T

NOTES:

PVC TO STEEL
CONDUIT ADAPTOR

1. ALL WIRES TO BE COPPER; SEE PLANS FOR QUANTITY AND GAGES.

2. WITH ENGINEER'S APPROVAL, AN 8 FT. BY 5/8 IN. COPPER—CLAD
GROUNDING ROD MAY BE USED.

3. ALL CONDUIT FITTINGS TO BE WATER—TIGHT.

* PROFESSIONAL ELECTRICAL ENGINEER STAMP ON FILE.

SPECIFICATION REFERENCE

UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

120/240 VAC SERVICE

ON WOOD POLE

OVERHEAD SERVICE

DATE 12-12-96/DWG. NO. 404.1413 | SHEET 1 OF 1




NOTE: (@) @
THERMOSTAT,

P — - 5 I
BLOCK CONN-— FR FR

Lo et

POLICE
PANEL @ Q

AC+ LIGHTS

o/

Z v
N AC+ FOR CONTROLLER, AUX. EQUIPMENT
TIMING DEVICES AND DETECTOR AMPLIFIERS.

125 V. AC
60 HZ. SERVICE

MAIN SWITCH.

30 AMP CIRCUT BREAKERS.

SIGNAL FLASH SWITCH INSIDE CABINET.

AUXILARY DOOR SIGNAL FLASH SWITCH.

NEMA STD. PLUG RECEPTACLE WITH GROUNDING CONTACT.
RADIO FREQUENCY INTERFERENCE SUPPRESSOR.

SOLID STATE SIGNAL FLASHER (CABINET MFR. TO DETERMINE
POLES AND CAPACITY, UNLESS OTHERWISE SPECIFIED)

SIGNAL FLASHING CONTROL RELAYS.

0 NOORUNS

SPECIFICATION REFERENCE UNIFORM STANDARD DRAWINGS

CLARK COUNTY AREA

AUXILIARY CABINET

EQUIPMENT WIRING

DATE |DWG. NO. 404.1414 |SHEET 1 OF 1




—

OPEN —
TRENCH [

CONNECTOR \
.

CONTINUE CONDUIT RU
WITH A MINIMUM

OF 5 FT. OF PVC
COATED R.I.C.

SEE CLARK COUNTY

61:
AREA SPECS. }<——|

LIP_OF
GUTTER

- PULL BOX (SIZE

// SPECIFIED ON PLANS)

- |_+— END OF CONDUIT SHALL BE
~ FITTED WITH BUSHINGS

\36" MIN. RADIUS — USE ONLY 20 MIL OR THICKER
PVC COATED RIGID IRON CONDUIT FOR BEND
AREA. SEE SPECIFICATIONS.

XEXCAVATE UNDER EXISTING CURB & GUTTER
DO NOT REMOVE C &

24"

FILL WITH SAND AND COMPACT
AS REQUIRED BY FIELD ENGINEER

NOTE !
DO NOT MAKE COMPOUND
BENDS IN CONDUIT

SPECIFICATION REFERENCE

UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

INSTALLATION OF CONDUIT
INTO PULL BOX FROM LIP
OF GUTTER TRENCH

DATE

|IDWG. NO. 404.1418 [ SHEET 1 OF 1




THE CONTRACTOR SHALL USE PVC
COATED RIGID IRON CONDUIT
CONFORMING TO SPECIFICATIONS.

TYPICAL CONDUIT
LOCATIONS

RIGID IRON CONDUIT TO
PVC CONDUIT CONNECTOR

52
] rd

NEW CONSTRUCTION CONDVUIT RETROFIT (EXIST. PAVEMENT)
NOTES (RETROFIT)

1, DEPTH TO MATCH EXISTING AC PAVEMENT, BUT NOT LESS THAN 4°, PLACED IN MULTIPLE LIFTS OF EQUAL THICKNESS.
PATCH WIDTH SHALL BE SUFFICIENT TO ACCOMMODATE MECHANICAL PLACEMENT USING AGNCY APPROVED SPREADER
BOX OR PAVING MACHINE, ROLLING AND COMPACTION PER UNIFORM STANDARD SPECIFICATION SECTION 401.03.11,

IF SAWCUT IS WITHIN 3 FEET OF EDGE OF EXISTING ASPHALT CONCRETE SURFACE OR OTHER PATCH, REMOVE
EXISTING PAVEMENT TO THAT EDGE AND REPLACE ENTIRE SECTIDN.

IF 24" COVER IS NOT POSSIBLE, THEN RED CONCRETE ENCASEMENT MIN. 4 ABOVE CONDUIT REQUIRED.

CONTROLLED LOW STRENGTH MATERIAL <CLSM> MAY BE INSTALLED TO FINAL GRADE FOR TEMPORARY PATCHING.
PERMANENT PATCH MIX DESIGN SHALL BE AS REQUIRED BY ENGINEER.

SPECI FERENCE UNIFORM STANDARD DRAWINGS
FICATIONRE CLARK COUNTY AREA

INSTALLATION OF
CONDUIT

DATE 5-17-01 | DWG. NO. 404.1419 SHEET 10OF1



CCTV CAMERA

COHU 3965 - 4101
(OR APPROVED EQUAL)

CABLE AND CONNECTOR: CAMERA & LENS

PART OF CAMERA ACCESSORY ‘\ HOUSING

POLE CAP = T T

B BN T CAMERA ADAPTER
] STAND (SEE DWG. NO.
\ 404.1500, SHEET 3 OF 3)
= =]

1/2 S.S. ALL THREAD w/SINGLE S.S. FLAT WASHER
AND DOUBLE S.S. NUTS (EACH SIDE) TO EXTEND
COMPLETELY THROUGH POLE AND CAP (2-ALL-
THREAD BOLTS REQ'D PER POLE WITH EACH
OFFSET TO EXTEND THROUGH POLE).

CONNECTS TO CA295H CABLE
(MALE)

CONNECTS TO CAMERA
ACCESSORY
(FEMALE)

CABLE (COHU MODEL CA295H

OR APPROVED EQUAL)

SEE CABLE WIRING DIAGRAM
(DWG. NO. 000.000, SHEET 2 OF 3)

WEATHER PROOF
MS STYLE CONNECTOR

TRAFFIC SIGNAL POLE ——=—

CONNECT TO BACK OF LOCAL
CCTV CAMERA CONTROL UNIT

COHU 9300 SERIES i-CONTROL

(OR APPROVED EQUAL IN TRAFFIC
CONTROLLER CABINET)

(MALE)

(SEE DWG. NO. 404.1500, SHEET 2 OF 3)

FOR CCTV AND CONTROL UNIT DETAILS
SEE 687 SPECIFICATIONS.

SPECIFICATION REFERENCE UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

CLOSED CIRCUIT TELEVISION

CAMERA

DATE 11-8-07 | DWG. NO. 404.1500 |SHEET 10F 3




CONNECTOR CONNECTOR
(MAIN) AC38 7610176-001 (AMP)
M M
VIDEO OUT L & COAX & 1 | VIDEO
VIDEO SHIELD A { pall 2 | VIDEO GND
p
115 VAC HI U BLK #22 12
k| C RED #22 D)
AC GND G GRN #22 15
8| C YEL #22 D)
115 VAC LO T WHT #22 13
c| C BLU #22
J
RX+ M S WHT #26 - 6 | TX+
Rsa2o—| % N & BLK #26 & 7| TX
TX+ S S RED #26 S 5 | RX+
TX- R & GRN #26 S 4 | RX-
DATA GND P BLU #26 3 | DATAGND
D g ORGH# 26 g o
E YEL #26
Fl C WHT/BLK #26 )
| C RED/GRN #26 D)
-/
CCTV CAMERA

CA295H CABLE WIRING DIAGRAM

CONNECTS TO CAMERA
ACCESSORY

(FEMALE)

(SEE DWG. NO. 404.1500, SHEET 1

h)
\

CABLE (COHU MODEL CA295H
OR APPROVED EQUAL)
SEE CABLE WIRING DIAGRAM

CONNECT TO BACK OF LOCAL
CCTV CAMERA CONTROL UNIT
COHU 9300 SERIES i-CONTROL

OF 3)

(OR APPROVED EQUAL IN TRAFFIC

CONTROLLER CABINET)
(MALE)

MODE PAN/TILT ZOOM

FOCUS

TILE
]
WIDE

uP
LEFT @ RIGHT @
DOWN

LOCAL®
]

IRIS
FAR MANUAL OPEN

] [c] [ ]
UTOMAN

NEAR

MANUAL
[ ]

PUTOMAN CLOSE

LOCAL RS232 VIDEO [REMOT.
ouT

i

1

115 VAC/60 HZ

G —

— —

77

LOCAL CCTV CAMERA CONTROL UNIT
COHU 9300 SERIES i-CONTROL
(OR APPROVED EQUAL)

(IN TRAFFIC CONTROLLER CABINET)

SPECIFICATION REFERENCE

UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

CONTROL UNIT AND
CABLE WIRING DIAGRAM

CLOSED CIRCUIT TELEVISION CAMERA

DATE 11-8-07 IDWG. NO. 404.1500

| SHEET 2OF 3




CAMERA ADAPTER STAND

(REQUIRED FOR POLE CAP MOUNTING)

[> MAT'L (FLANGE): 1018 STEEL OR EQUIV.

[> MAT'L (TUBE): @ 3.5 X 1/8 WALL 1018 STEEL OR EQUIV

3. FINISH: YELLOW CHROMATE CONVERSION COAT TYPE |
PER MM-42 OR MIL-C-5541B CLASS 1A

4. PAINT ALL SURFACES LIGHT GRAY METAL FINE USING
3310042-478 PER MM-33 OR FEDERAL TEST METHOD STD NO.141.
FINE TEXTURE OUTSIDE SURFACE ONLY AND OVERSPRAY PERMITTED.

5. REMOVE ALL BURRS AND SHARP EDGES 0.015 MAX

250 TYP —

[ A1V, 1

[/

DN

WELD COMPLETELY

3.0+/-0.1 | AROUND CIRCUM -<—<]

ZA11Z A N NTRN

@ 6.000

D)
w

\

@ 1.750 THRU

375 x .750 THRU SLOT
_ EQUAL SPACED ON 4.750 BC

NOTE: BOTH SIDE

A 10' EXTENSION PROVIDED WHEN REQUIRED

DESIGNED BY INSTALLER AND APPROVED BY RTC-FAST.

SPECIFICATION REFERENCE UNIFORM STANDARD DRAWINGS
CLARK COUNTY AREA

CAMERA ADAPTOR STAND

DATE 11-8-07 | DWG.NO. 404.1500 | SHEET 3 OF 3






