








OUNCES OF CHLORINE COMPOUNDS
REQUIRED FOR DISINFECTION OF 100 FEET
OF PIPE

I.D of Ripe

Volume of Water
Gallons per 100 Feet

4"

\ 1465

UNIFORM STANDARD DRAWIN
SP?Z(F'CAT'ONREFERENCE CLARK COUNTY AREA
/
/ CHLORINATION
/ REQUIREMENTS
/
DATE : 5-20-10 | DWG. NO. 518 |







6" SOLID WHITE LINE
SEE NOTE 2

SEE NOTE 1

:

6" X 2' SKIP WHITE
LINE 8' ON CENTER

SEE
NOTE 3

B

BIKE LANE DELINEATION AND LEGEND
NOTES:

BIKE LANE

R3-17

BIKE LANE SIGNAGE

1. BIKE LANE LEGENDS SHALL BE APPROVED TYPE |l PAVEMENT MARKING FILM AND SHALL BE SLIP RESISTANT.
2. BIKE LANE LINES SHALL BE APPROVED TYPE Il PAVEMENT MARKING FILM AND SHALL BE SLIP RESISTANT.
3. BIKE LANES MUST BE A MINIMUM OF S FEET WHEN ADJACENT TO A PARKING LANE, 4 FEET MINIMUM IN OTHER CASES

AND NO GREATER THAN 8 FT WIDE; HOWEVER A WIDTH OF § FEET IS A
4. BICYCLE LANE DELINEATION, LEGEND, AND SIGNING SHALL CONFORM TO THE MUTCD LATEST EDITION.

5. PER THE MUTCD LATEST EDITION, BICYCLE LANE SIGNS SHALL BE USED IN ADVANCE OF THE BEGINNING OF A MARKED

BICYCLE LANE.
6. THE BIKE LANE SIGNAGE SHALL BE CLASS 6 SHEETING.
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BICYCLE LANE DELINEATION,
LEGEND, AND SIGNAGE
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